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agency to be no less protective of
human health and the environment
than those listed above.

(e) Within 6 months following the re-
pair of any cathodically protected UST
system, the cathodic protection system
must be tested in accordance with
§ 280.31 (b) and (c) to ensure that it is
operating properly.

(f) UST system owners and operators
must maintain records of each repair
for the remaining operating life of the
UST system that demonstrate compli-
ance with the requirements of this sec-
tion.

§ 280.34 Reporting and recordkeeping.
Owners and operators of UST sys-

tems must cooperate fully with inspec-
tions, monitoring and testing con-
ducted by the implementing agency, as
well as requests for document submis-
sion, testing, and monitoring by the
owner or operator pursuant to section
9005 of Subtitle I of the Resource Con-
servation and Recovery Act, as amend-
ed.

(a) Reporting. Owners and operators
must submit the following information
to the implementing agency:

(1) Notification for all UST systems
(§ 280.22), which includes certification
of installation for new UST systems
(§ 280.20(e)),

(2) Reports of all releases including
suspected releases (§ 280.50), spills and
overfills (§ 280.53), and confirmed re-
leases (§ 280.61);

(3) Corrective actions planned or
taken including initial abatement
measures (§ 280.62), initial site charac-
terization (§ 280.63), free product re-
moval (§ 280.64), investigation of soil
and ground-water cleanup (§ 280.65), and
corrective action plan (§ 280.66); and

(4) A notification before permanent
closure or change-in-service (§ 280.71).

(b) Recordkeeping. Owners and opera-
tors must maintain the following infor-
mation:

(1) A corrosion expert’s analysis of
site corrosion potential if corrosion
protection equipment is not used
(§ 280.20(a)(4); § 280.20(b)(3)).

(2) Documentation of operation of
corrosion protection equipment
(§ 280.31);

(3) Documentation of UST system re-
pairs (§ 280.33(f));

(4) Recent compliance with release
detection requirements (§ 280.45); and

(5) Results of the site investigation
conducted at permanent closure
(§ 280.74).

(c) Availability and Maintenance of
Records. Owners and operators must
keep the records required either:

(1) At the UST site and immediately
available for inspection by the imple-
menting agency; or

(2) At a readily available alternative
site and be provided for inspection to
the implementing agency upon request.

(3) In the case of permanent closure
records required under § 280.74, owners
and operators are also provided with
the additional alternative of mailing
closure records to the implementing
agency if they cannot be kept at the
site or an alternative site as indicated
above.

Subpart D—Release Detection

§ 280.40 General requirements for all
UST systems.

(a) Owners and operators of new and
existing UST systems must provide a
method, or combination of methods, of
release detection that:

(1) Can detect a release from any por-
tion of the tank and the connected un-
derground piping that routinely con-
tains product;

(2) Is installed, calibrated, operated,
and maintained in accordance with the
manufacturer’s instructions, including
routine maintenance and service
checks for operability or running con-
dition; and

(3) Meets the performance require-
ments in § 280.43 or 280.44, with any per-
formance claims and their manner of
determination described in writing by
the equipment manufacturer or in-
staller. In addition, methods used after
the date shown in the following table
corresponding with the specified meth-
od except for methods permanently in-
stalled prior to that date, must be ca-
pable of detecting the leak rate or
quantity specified for that method in
the corresponding section of the rule
(also shown in the table) with a prob-
ability of detection (Pd) of 0.95 and a
probability of false alarm (Pfa) of 0.05.
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